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EMCONTROL FOR ANDROID OS

LOGGING IN

• emControl for Android is available in the Google Play Store. Search for “emControl”

1. Launch emControl via the icon on the Home 
Screen.

2. Your Rhythm credentials are required to login. 
After your initial login, you can configure the app 
to use your finger print.
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LOGGING OUT

1. To Logout, close the app or use the back button to navigate back to the login screen.

You must first put the Envoy Workstation 
into “Setup Mode”.

On the Envoy’s Settings menu, select 
“Start Setup Mode”

After selecting Start Setup Mode, 
click on “System” to view the SSID 
workstation. It should be like the 
“Network SSID” in the screen shot.

Open the emControl app and select the 
workstation’s Network SSID from the list 
(NOTE: The SSID of the workstation will begin 
with the workstation’s serial number)

1.

2.

3.

CONNECT TO A WORKSTATION
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NAVIGATION MENU

After you have successfully logged into the emControl, you will use the icons at the bottom of the 
screen to access different features of the application.

Allows users to configure the wireless settings for the workstation

Allows users to change the output voltage of each channel

Allows users to perform routine/maintenance task on the workstation

Allows users to adjust the display timeout and brightness of the display and 
keyboard light

Allows users to configure/add user accounts and configure the optional Medbins

Wireless Settings

Voltage Settings

Workstation Settings

Display Settings

User Settings
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This feature is used to configure the workstation’s built-in Wi-Fi. The workstation will communicate 
over port 80 (HTTP) back to our Enovate API residing on Enovate servers. All connections are initiated 
by the device (outbound), and an inbound connection cannot be initiated from Enovate’s Cloud servers. 

Enovate requires that the hospital’s network allow connections to be made to Connect.MyEnovate.com, 
which currently resolves to 40.122.135.195.

No direct connections to the device can be initiated by Enovate. All remote management, updates, and 
diagnostic functions of Enovate devices are achieved through responses to the connection initiated by 
workstation.

1. Using the dropdown, select the wireless 
network you would like to connect with.
a. If the network is stored in the 

workstation, the passphrase will 
automatically populate.

2. Click “Delete” to remove a previously saved 
network information from the workstation.

3. If the wireless network is hidden, you can 
manually type it into the SSID Box below.
a. Enter the security passphrase for the 

selected network

4. Click “Add” to store network information to 
the workstation.

emCONTROL FOR ANDROID OS

WIRELESS SETTINGS

1

2

3

4



52

1. To change the Med Bin configuration, open the Med Bin Configuration from the User Settings 
screen

2. Swipe through the images until you locate and press on the image that matches your Med Bin 
layout.

emCONTROL FOR ANDROID OS

USER SETTINGS: MED BIN CONFIGURATION


